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TAURI SERIES TEMPERATURE-CHECK TABLETS
1 second scan from 3ft with +/- 0.5°F accuracy

TTS-10
10.1” panel

TTS-15
15.6” panel

TTS-21
21.5” panel 

ADD AN EXTRA LAYER OF PROTECTION FOR YOUR FACILITY AND HELP PROTECT YOUR 
MOST VALUABLE ASSETS- YOUR HUMAN ASSETS

INCREASE SAFETY WITH A QUICK TEMPERATURE CHECK
To ensure that individuals  entering a location are not running a high temperature, Aurora introduces the new infrared 
temperature sensor/detector.  It provides alerts when a person is running a high temperature within 1 second.

The system uses an advanced algorithm for detecting and calculating heat signatures.  Based on technology developed 
in Germany, the highly accurate sensor measures with a tolerance of +/- 0.5 degrees Fahrenheit.  Tauri tablets also come with a 2-
year warranty.
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WHY A TEMPERATURE SENSOR?
- Provides the first layer of screening protection
- More hygienic with non-touch infrared technology
- Multiple devices can be monitored by a single user
- Camera reversible 180°

OPTIONS:
- APS-1 adjustable pole stand with weighted base
- WMT-1 wall mount
- DTM-1/DTM-2 desktop stands
- Future firmware upgrade options

- Photo & thermal result email alerts
- Facial recognition
- Customized flagging
- ReAX control
- Integration with third-party control and access systems

DTM-1 desktop mount

WMT-1 wall mount

DTM-2 desktop mount
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TAURI Q&A:

Q: How accurate is the infrared sensor? 
A: +/- 0.5 degree Fahrenheit. 

Q: What is the scan distance? 
A: 0.5 to 1 meter. 

Q: What is the temperature detection speed? 
A: 1 second. 

Q: How many people can it detect one time? 
A: 1 person can be scanned at a time. 

Q: Is there an option to store the data of people checked? If yes, how far back? 
A: Currently no. This will be a future option. 

Q: Is the unit able to detect people of different heights (e.g. children, adults 3' to 6.5')? 
A: There's a visible sensor and a camera that will show your face on the LCD screen. Within the effective scanning range, the sensor should 
pick up the face, though in extreme cases the tablet might need to be adjusted. 

Q: Are there any data/tests available regarding the accuracy of this unit? 
A: The accuracy is at 0.5 degree Celsius which is provided by our component manufacturer located in Germany. For the past few months 
this module has been implemented with projects for access control. 

Q: Can the sensor be affixed to a door, away from the tablet that collects data? 
A: The sensor must be connected to the tablet at this time. 

Q: How does the alert message work? Are there display and sound alerts? 
A: On the display screen, it will show the person's face and current temperature. If it senses a temperature higher than what has been set as 
normal, the tablet will show red and emit an alert sound. 
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